
Hazguard MP5
Water Resistant Breathable Microporous Coveralls Type 5&6

FEATURES AND BENEFITS

• Breathable Microporous Fabric

• Stitched Seams for extra strength

• Breathable and Water Resistant

• Provides protections against Airborne Particulate Matter (Type 5) and 
Barrier to Limited Splash and Liquid Spray (Type 5)

• Excellent Abrasion and Tear Resistance

• Lint Free outer surface

• Antistatically treated and comply to the electrostatic protection required 
by EN1149-5:2008 on inner face only

• Non woven inner for comfort

• Reinforced gusset / crotch

• Fully elastic hood, waist, ankes and wrists

• Self adhesive zip flap with two way zip

* The user should evaluate the suitability of this product for their application
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The Pro-Val Hazguard MP5 Coveralls are water resistant and made from a breathable 
microporous fabric featuring stitched seams for extra strength.

The Hazguard MP5 is designed for a barrier to airborne particulate materials and dust 
(Type 5) and a barrier to limited splash and liquid spray (Type 6).

The Hazguard MP5 fabric is tested in accordance with EN 14126 for protection against 
biological hazards and infective agends, EN 368 chemical liquid and ASTM F1670 for 
blood penetration resistance.

STORAGE

This garment should be stored in accordance with normal storage 

practice and disposed of without harm to the environment.
Restrictions on the disposal depend solely on the contamination 
during use.

SHELF LIFE

Not specified

STANDARD PACKAGING

1 Coverall per Individual Polybag

TOTAL 25 Coveralls per Carton

PRODUCT TYPE

Hazguard

MP5

Limited Use Coverall
MATERIAL

Breathable Microporous Fabric

Stitched and Taped Seams

SIZES

Medium, Large, XL, 2XL, 3XL

COLOURS

White

WASHING INSTRUCTIONS

Do not launder or iron

RECOMMENDED APPLICATIONS

Fabric Construction
Microporous film laminate PPSB

•  MVTR is above 2500 gsm / 24hr (ASTM E96 BW)

•  Hydro-head is above 2500mm H2O (EN 20811)

Hazguard MP5

Microporous film

PP Nonwoven

Seam Construction
4-thread overlocked seam

•  7-9 stitches per inch
•  White thread fibre is 150D
•  Bite depth 4mm

Hazguard MP5

SGS Certificate GB19/963767

Type 5 - Barrier to airborne 
particulate materials  and dust  
(EN ISO 13982-1:2004)

EN 1149-1:1995 - Anti-static

EN 1073-2:2002 - For protection 
against radioactive contamination

EN 14126:2003 -  For protection 
against biological hazards and 
infective agents

CE Certified to protection level:

PRODUCT DIMENSIONS

SIZE PRODUCT CODE BARCODE CHEST 

(cm)
HEIGHT

(cm)

MM 51308 9311059513085 92 - 100cm 168 - 176cm

LL 51309 9311059513092 100 - 108cm 176 - 182cm

XLXL 51310 9311059513108 108 - 116cm 182 - 188cm

XXLXXL 51311 9311059513115 116 - 124cm 188 - 194cm

3XL3XL 51312 9311059513122 124 - 132cm 194 - 200cm

Type 6 - Barrier to limited splash 
and liquid spray
(EN 13034:2005)

STANDARDS & 

CERTIFICATIONS

RCR International Pty Ltd
ABN: 21 089 270 360

PO Box 148, Braeside VIC 3195
Tel: (03) 9558 2020 Fax: (03) 9558 3030

Email: service@rcr.com.au
www.rcr.com.au  www.pro-val.com.au
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